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No: EN 980714

	Form design fabrics for filter press
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	Plate measures:
	[bookmark: _GoBack]A =      mm. 

	Thickness
	[bookmark: Texto1]In the frame area =    mm.

	
	Of the feed hole =    mm.

	Collar type:
	
	
	

	Barrel-neck material:
	
	
	
Describe .

	
Plate subjection:
	
	B =    mm. C =    mm.

	
	
	Describe position and measures.

	Drain:
	 
	 D =    mm. E =     mm.

	
	
	F =      mm. Diameter =    mm.

	Feed hole:
	
	Diameter =     mm.

	
	
	Diameter =   mm. G =     mm. H =      mm.

	Upper pivots:
	☐Metallic
	No. pivots:   . Ø =Choose value.
I1 =    mm. I2 =    mm. I3 =    mm. 
I4 =0mm. I5 =    mm. I6 =    mm.  
Observations. 

	Side eyelets:
	☐Metallic
	:   . Diameter =Choose value.

	Bottom eyelets:
	☐Metallic
	:   . Diameter =Choose value.

	Glued frame:
	
	
	Frame Width =    mm.   Observations.

	Others:
	Describe .
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Half-reinforced
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Reinforced


image5.wmf
Fabric
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PVC.
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Other:
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Lateral:
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Superior:
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Faucet in each plate
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Through collector holes: 
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Centred

:
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Corner: 
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No.
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Yes
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